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A highly accurate transmission line fault locator based on the travelling-wave principle
has been developed and successfully operated within B.C. Hydro. A wransmission line
fault produces a fast-risetime travelling wave at the fault point which propagates along
the transmission line. This fault locator system consists of travelling wave detectors
located at key substations which detect and time tag the leading edge of the fault-
generated travelling wave as it passes through. A master station gathers the time-tagged
information from the remote detectors and determines the location of the fault. Precise
time is a key element to the success of this system. This fault locator system derives its
timing from the Global Positioning System (GPS) satellites. System tests confirmed the
accuracy of locating faults to within the design objective of +/- 300 meters. This paper
describes the components of the fault locator system, the method of providing precise
timing and operating experience.
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Intr ion

Operating an electric system that includes long transmission lines passing through rugged
terrain poses difficult challenges for operations personnel. The B.C. Hydro system is
characterized by major hydroelectric generation sites that are separated by large distances
from load centres. A method for quickly and accurately locating transmission line faults
has been a much desired tool for control centre operators who must act quickly to
determine locations of system disturbances in order to direct the work of search and

TEpAir Crews.

Confirming the location of transmission line faults typically involve a combination of
helicopter and ground patrols both of which may be difficult or impossible to execute due
to adverse weather conditions - which is usually the time when transmission line faults
.occur. A fast and accurate fault locator would reduce helicopter and ground inspection
times and allow faster restoration of service particularly where there is no obvious visual
indication of where the fault occurred. e.g. icing on insulators, galloping conductors, etc.

Use of commercially available fault location tools such as fault-locating digital relays and
digital fault recorders on the B.C. Hydro 500 kV system have produced limited successful
results. Factors such as high ground resistance, series capacitor banks, etc. reduce the
effectiveness of these fault location systems. To address the problem of accurate fault
location under these conditions, a travelling wave based fault location system has been
developed and successfully operated on the B.C. Hydro 500 kV system.

Fault Location Methods

Time Domain Reflectometers

Early fault locators were based on pulse radar techniques. These devices known as time
domain reflectometers (TDRs), are commonly used for locating faults in buried cables
where visual inspection is not possible without excavation. This technique makes use of
a "probe” pulse that is launched into one end of the cable and relies on the pulse being
reflected back to the source due to an electrical discontinuity at the faulted location. The
fault location is determined by measuring the time delay from launching the pulse and
receiving its reflection. There is however little interest in applying this method to
overhead transmission lines. Several factors make this technique impractical:

Unlike cables which are physically and electrically uniform throughout its length,
overhead lines have inherent discontinuities such as tower structures, conductor
variations, etc. that cause unwanted secondary reflections which interfere with
detecting the reflected "probe” pulse. "Signatures” of the line must be periodically
recorded by applying the TDR to the line when it is unfaulted to obtain a reference
point for comparison.

The faulted line must be taken out of service to conduct testing and special
precautions must be taken-to-ensure-mutual-inductance-effects from healthy adjacent
lines and nearby energized equipment do not pose a safety hazard.

The fault must be permanent (e.g.. solid short or open conductors) to ensure a strong
reflected signal. Difficult to find faults such as ice build-up, galloping conductors,
etc., conveniently disappear by the time the fault location equipment can be mobilized
and put into service.



By comparison, helicopter and ground patrols have proven to be more reliable despite its
high cost and slow response time. B.C. Hydro has used time domain reflectors on
transmission lines for many years before largely abandoning this technique due to its
complexity and small gains.

Impedance-Based Fault Location Methods

The largest area of development on fault location methods are those based on the
measurement of system frequency (60Hz) signals. These methods make use of
information from the transmission lines that are already available for protective relaying
purposes (i.e. line voltage and current). In the most general sense, these techniques
analyze the impedance characteristics of the line to determine the fault location.

Early fault locators were based on the reactance method where fault location is
determined by measuring the ratio of the reactance of the faulted line at the source end to
the unfaulted line reactance, the assumption being that the fault impedance is purely
resistive. More complex algorithms make use of pre- and post-fault conditions to reduce
the effects of sources (except for the virtual source at the fault) and loads. The
development of digital fault recorders and protective relays has made it possible to
implement better and computationally more complex algorithms. Many of these methods
involve simultaneous solutions of non-linear equations which can easily be implemented
using iterative techniques. Improvements can also be made by making use of information
from the opposite end of the line leading to double and multi-ended algorithms.

A number of protective relaying manufacturers have incorporated fault location functions
as part of their distance relays. B.C. Hydro has made extensive use of these devices on
lower voltage lines (230 kV and below). Experience with these fault locating relays have
shown some good results, but also some poor results.

On the 500 kV system where accurate fault location is of much greater importance, the
use of series compensation preclude the use of these relays for fault location. A fault ona
series compensated line produces transient frequencies below the power sysiem
frequency and are the result of the natural resonance of the series capacitance and system
inductance. The frequency of these oscillations depend largely on the source impedance
and can lie close to the power system frequency. These transient frequencies can produce
spurious outputs, causing inaccurate fault location [1.0].

Travelling Wave Fault Location

Travelling wave fault locators make use of the transient signals generated by the fault.
When a line fault occurs, such as an insulator flashover or fallen conductor, the abrupt
change in voltage at the point of the fault generates a high frequency electromagnetic
impulse called the travelling wave which propagates along the line in both directions
away from the fault point at speeds close to that of light. The fault location is determined
by accurately time-tagging the arrival of the travelling wave at each end of the line and
comparing the time difference. Refer to figure 1.0

A fault occurring at time T, produces a wravelling wave that propagates towards both ends
of the line. Travelling wave detectors installed at the line terminals A and B time tag the
arrival of the waveform as T, and Ty respectively. Given the total length of the line L,
and the velocity of propagation Vyp, the total propagation time Tp of the line is then:
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Figure 1.0 The Travelling Wave Principle

Determining the fault location requires solving for Tp1 and Tp2, the two individual
propagation times from the inception of the fault to the arrival of the travelling waves at
the line terminals: ,

TQ""Tp]_ =T1
To+Tp2=T2 -

AT=T2'T1 =Tp2 "Tpl
Solving for Tp2 and Tp; yields:
T2 =TpsAT  and Tt = Tp AT

The distance to the fault from the line terminals is then:
L2 = Tp2 X Vp and Ll = Tpl X Vp

Unlike impedance-based fault location systems, the travelling wave fault locator is
unaffected by load conditions, high ground resistance and most notably, series capacitor
banks. This fault locating technique relies on precisely synchronized clocks at the line
terminals which can accurately time-tag the arrival of the travelling wave. The
performance goal selected by B.C. Hydro is a fault location accuracy of +/- one tower
span or approximately 300 meters. The propagation velocity of the travelling wave is
roughly 300 meters per microsecond which in turn requires the clocks to be synchronized
with respect to each other by less than one microsecond. This level of clock accuracy has
only recently been available at reasonable cost with the introduction of the Global
Positioning System.



Travelling Wave Detection

The fault-generated travelling wave is a broad band impulse which subsequently
propagates along the line at speeds close to that of light. The frequency band of interest
for fault location falls between 35 kHz and 350 kHz. At these frequencies, the travelling
wave is unaffected by series capacitor banks. Coupling to the transmission line is
accomplished using a drain coil in series with the ground connection of a capacitive
voltage transducer (CVT). See figure 2.0. The drain coil inductance and CVT
capacitance essentially combine to form a high pass filter that rejects 60Hz components
and couples only to the high frequency travelling wave.
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Figure 2.0 Coupling To The 500 kV Transmission Line

A precise representation of the entire travelling wave at the output of the drain coil is not
required for accurate fault location. Of greater importance is an accurate reproduction of
the leading edge of the travelling wave which is subsequently used to trigger the time
tagging device. This characteristic results in a relatively simple electronic detection
circuit.

The Fault Transient Interface Unit (FTIU) accepts signals from the drain coil and
discriminates for a valid travelling wave. The FTIU output is a TTL-level trigger pulse
that is coincident to the leading edge of the travelling wave. The two parameters which
determine a valid travelling wave and results in a output trigger pulse are: the rate of rise
of the leading edge of the signal must fall between the associated frequency spectra of
35 kHz to 350 kHz and the signal must be of sufficient magnitude. Refer to figure 3.0.

Only the leading edge of the incoming travelling wave is required for time tagging.
Consequently the FTIU has a built-in 780 millisecond lock-out to prevent multiple
retriggering of the device due to succeeding "edges" in the travelling wave itself and
unwanted reflections of the travelling wave at each transmission line discontinuity
(e.g. substations, tower structures, conductor variations, etc.).
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Figure 3.0 Operation of the FTIU

Timing Sources

Precisely synchronized clocks is the key element in the implementation of this fault
location technique. Prior to the introduction of the Global Positioning System, sub-
microsecond timing accuracy was obtainable only at very high cost.

Early travelling wave fault locators circumvented the synchronized clock requirement by
adding a pulse repeater at the far end of the transmission line. - Using this technique, the
fault-generated travelling wave arriving at the near end of the line would start a timer.
The travelling wave arriving at the far end of the line would trigger the generation of a
logic pulse that is sent over a secondary communications channel (either microwave or
dedicated telephone line) back to the near end of the line and stop the timer. The
measured time difference includes information on the fault location plus the propagation
time of the communications channel (which is a known quantity). This type of system
relies on the ability of the communications channel to support logic pulse transmission
with high accuracy which, in practice, is difficult to achieve. B.C. Hydro installed and
evaluated such a system in the early 70's but abandoned it due to unreliable results and
- frequent equipment failures.

Autonomous clocks which can maintain sub-microsecond synchronization over extended
periods of time (several months) before resynchronization is necessary are expensive and
difficult to maintain. These clocks, generally found in test and measurement laboratories,
and are typically cesium-beam atemic devices or-hydrogen masers. Even the best quartz
oscillators once set, will drift out of the one microsecond synchronization requirement
within several hours. Complicating matters further, is the need to resynchronize these
clocks periodically. This means transferring "time"” from a central reference (e.g..
laboratory standard) to each of the remote clocks. The submicrosecond time transfer
accuracies required which, prior to the general availability of GPS signals, involved the
transport of high stability "flying atomic clocks”.



Central timing systems which involve the use of high capacity communications channels
(e.g. company-owned microwave networks) have been used to distribute accurate time.
The Bonneville Power Administration have installed and operated a travelling wave fault
locator using this technique [2.0]. To achieve time transfer accurate to better than one
microsecond requires a very wide channel bandwidths and specialized equipment. The
BPA system requires an equivalent of 640 voice channels (one supergroup) and custom
designed pulse transmitters and receivers to maintain time synchronization of their
remote clocks.

The Global Positioning System (GPS) is a $10 billion satellite positioning and navigation
network that was developed for the United States Department of Defense. Originally
conceived as a targeting control for weapons systems, its use has been extended to
civilian land, marine and air navigation, providing incredibly accurate worldwide
navigation, positioning and timing capabilities. GPS provides open access to both U.S.
and international users and requires no user fees or special authorization. The system
comprises 24 satellites orbiting the Earth twice a day, constantly transmitting their
position in space and time using atomic clocks accurate to one second every 300,000
years. This precise information allows a GPS timing receiver to produce a synchronized
timing output that is accurate to within 300 nanoseconds of Universal Coordinated Time
(UTC). The Global Positioning System provides an ideal timing source for travelling
wave fault location.

Other satellite systems such as GOES and land-based systems such as Loran-C and
WWVB are not able to provide the same accuracy and worldwide coverage as GPS.
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on Circuit #1
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Figure 4.0 Typical Substation Layout



Implementation

Development of the B.C. Hydro fault locator involved the installation of GPS timing
receivers at four 500 kV substations: KLY, NIC, MDN and ING Substations, see Figure
5.0. These receivers, unlike their more common navigation and surveying counterparts,
are designed to provide extremely accurate time and frequency information. The
receiver's software and hardware are optimized for a stationary installation and for
extracting the timing information from the GPS satellites.

A special time-tagging input was provided under special request to the GPS receiver
manufacturer. This input accepts the TTL level logic pulse from the FTIU and time tags
the arrival of the fault-generated travelling wave. The time tag function is accurate to
within 300 nanoseconds of UTC - well within the overall performance requirement of
timing to within 1 microsecond.

The substation equipment includes the installation of drain coils in the transmission line
CVTs, installation of the FTTU and GPS receiver in the substation control room and
communications facilities to a centrally located PC. The PC polls the remote GPS
receivers for stored time tags after the occurrence of a fault and computes the fault
location by comparing the difference in arrival times of the travelling wave at each end of
the faulted line. See figure 4.0. -

To provide fault location coverage in the case of transmission lines and CVTs being out
for servicing, placement of the drain coils were spread over different phases of three
different lines, i.e. phase-A of line 1, phase-B of line 2 and phase C of line 3. For
example, in the case of a single line and its corresponding drain coil being out for
servicing (e.g. phase-A of line 1) mutual coupling would be relied upon to couple any A-
phase faults over to the adjacent B and C phases of the faulted line and be sensed by the
remaining in-service drain coils on the B and C phases at the substation.

The use of independent synchronized clocks allow for very efficient fault coverage of
transmission lines. Referring to figure 5.0, four substation installations provide fault
location for all seven lines interconnecting the stations. For example a fault on line 5L82
would generate travelling waves which are time tagged at substations NIC and MDN, a
fault on line 5L.87 would generate travelling waves which are time tagged at substations
NIC and KLY, etc.

@ - Denotes stations with travelling wave
detector installations

Figure 5.0



The topology also provides built-in redundancy in the detection of travelling waves. A
fault typically generates travelling waves that are detected by many substations. In the
case of tests conducted on line 5182, fault-generated travelling waves were detected and
time tagged at all four substations. To determine the location of faults on any given line,
only time tags from the stations at both ends of the line are required. The time tags from
the remaining stations that have also detected travelling waves can then be used for

additional verification.

Testing and Evaluation

To verify the accuracy of the system, estimates for the transmission line conductor
lengths and travelling wave propagation velocities were required. These parameters are
used to calculate the total propagation time (Tp) of the transmission line and is a required

quantity for the solution of the fault location.

Transmission line conductor lengths were calculated using an in-house developed
software program called TROFF (for TRansmission line OFFsets). Input parameters to
the program include physical values such as ambient temperature, conductor tension,
conductor weight, surveyed tower locations, etc. The output is the total accumulated arc
length of the transmission line.

The propagation velocity of each transmission line was calculated using the distributed
parameter model applied to one phase and the neutral connection of a three phase line.
The solution of the voltage and current relationship and hence derivation of the
propagation constant involves solving a set of differential equations. [3.0]

The results are summarized below:

Given: R series resistance per unit length
L series inductance per unit length
C shunt capacitance per unit length

G=0 shunt conductance per unit length
(assumed to be zero for all practical purposes)

the series impedance per unit length is given by:
z=R +j2nfL

and the shunt admittance per unit length is:
y =0 +j2nfC

the propagation constant is then:

y=Vyz=a+jp
where o is the attenuation constant and [ is the phase constant per unit length

The wavelength A of the line is the distance along the line where two points of a wave
differ in phase by 360 degrees or 2x radians. If B is the phase shift per unit length, then

the wavelength is:
A=2n/B

The velocity of propagation (which is independent of frequency) is then given by:
Vp=f\ =2nf/



Typical values of Vp for transmission lines are approximately 295 meters per
microsecond - somewhat less than the speed of light which is 300 meters per
microsecond.

System Tests

The fault locator was tested by placing B-phase to ground faults on line 5L82 using a
high speed ground switch. Twelve faults were applied to the line and the fault locator
successfully located all twelve faults to well within the design goal of plus or minus one
tower span (300 meters) accuracy. The results are summarized below on Table 1.0.

Estimated cumulative arc length from NIC
substation to the fault = 131,694.5 meters.

Fault Locator Difference
Output from Est. Value

Test (meters) (meters)
1 131,725 30
2 131,819 124
3 131,721 26
4 131,803 108
5. 131,800 105
6 131,834 139
7 131,730 35
8 131,697 2
9 131,829 134
10 131,806 111

11 131,810 115
12 131,814 119

Table 1.0

Effects of Mutual Coupling on Traveling Waves

The system testing indicated mutual coupling of the travelling wave to adjacent
transmission lines was significant. Lines 5L82 and 5181 share a common right-of-way
before a splitting and proceeding in two separate directions several kilometers south of
the fault inception point. Time tag information collected at stations MDN and ING
revealed that the traveling wave generated on 5L.82 was coupled to 5L81 resulting in two
separate traveling waves propagating simultaneously along transmission line segments
AMC/MDN and AMC/ING. The average time difference of 49.1 microseconds between
recorded time tags at MDN and ING corresponds to the difference in lengths of the
transmission lines 51.82 and 5L81. See figure 6.0. These results agree with earlier testing
conducted in 1973 on the effects of mutual coupling on travelling waves [4.0].

Additional Sources of Verification

The fault locator responds to any travelling wave impulse with sufficient energy in the
35 kHz to 350 kHzrange: These-impuiseare not limited to those generated by actual
transmission line faults. Routine equipment switching such as line energization and
shunt reactor energization produce similar fast risetime impulses which are also detected
and time tagged by the fault locator. Although these waveforms do not carry the same
high energy compared to travelling waves generated by a line fault, they do however
contain sufficient energy to propagate over many transmission lines triggering the
travelling wave detectors located at the line terminals. For example, routine energization
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of a 135 mVar 500 kV shunt reactor bank at NIC substation generates travelling waves
which can be detected at KLY, MDN and ING substations.

NIC
5L81 Tp= 900 usec
582 //'s181 S5L82 Tp= 850 usec
/ AMC TiNG - TvpN = 50 psec

MDN

ING

Figure 6.0 Mutual Coupling of Travelling Waves

The recorded differences in the time tags (AT) between substations KLY/NIC, MDN/NIC
and ING/NIC correspond to the propagation times (Tp) of each of the transmission lines
5187, SL82 and 5L81 respectively. Comparison between the measured AT's and the
calculated AT's show a remarkable correlation of better than 1% difference. Travelling
waves generated by routine operation of 500 kV equipment at NIC, KLY and ING
substations over a period of one year indicated repeatability of fault location
measurements to within the one microsecond or 300 meter performance accuracy goal.
See table 2.0 below.

Line Estimated Tp Measured Tp

(usec) (usec)
S5L87 501 499
S5L44 66 67
SL82 850 851
SL81 900 896
5LA45/42 901 901
Table 2.0

Effects of Series Capacitor Banks

A prime consideration leading to the development a travelling wave fault locator was the
use of series capacitor banks has made it very difficult if not impossible for the system
frequency (60Hz) or impedance-based fault location techniques to operate properly i.e.
fault location using digital relays and digital fault recorders. The high frequency fault-
generated travelling waves on the other hand, are not affected by series capacitor banks.
There are series capacitor banks are installed on lines 5L81, 5182 and 5L.42. Testing
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using travelling waves generated by reactor switching at NIC and KLY showed the
capacitor banks did not have any noticeable effects on the propagation of the travelling
waves. i.e. The propagation time of the transmission lines (Tp) measured was the same
regardless of whether the capacitor banks were inserted or bypassed. Again this
reconfirms the results of earlier testing in 1973 [4.0].

Distortion and Attenuation of Travelling Waves

The accuracy of fault location depends on the ability to accuately time tagging the arrival
of the travelling wave at each line terminal. The travelling wave once generated, is
subject to attenuation and distortion as it propagates along the transmission line.
Attenuation occurs due to resistive and radiated losses. Distortion of the waveform occurs
due to a variety of factors including bandwidth limitations of the transmission line,
dispersion from different propagation constants of phase-to-phase and phase-to-ground
components, etc. These effects combine to degrade the quality of the "leading edge" of
the travelling wave at large distances from the fault inception point. The accuracy of time
tagging the travelling wave diminishes for the substations far away from the fault.
Experience with the evaluation system has shown that the travelling wave is relatively
"undistorted” for distances less than 350 Km. To effectively reduce the effects of
attenuation and distortion requires travelling wave detector installations spaced at regular
intervals. For B.C. Hydro, this translates to installing fault location equipment at fourteen
out of nineteen 500 kV substations.

Effects of Substation Wiring

The solution of the fault location equations assume the arrival of the travelling wave is
detected at a single point in the substation for all three phases. To actually achieve this
would require a set of travelling wave transducers (i.e. the CVTs and its drain coil
assemblies) that can be located at a single point within the substation buswork. B.C.
Hydro uses separate CVTs for each transmission line terminating at the station. Drain
coils were added to these existing CVTs for the fault location project. Adding a separate
set of bus CVTs was not considered cost effective. To ensure coverage in the case of
certain transmission lines (and their associated CVTs) being out of service, the drain
coils were installed on CVTs in the following manner: Phase-A of line 1, Phase-B of line
2 and Phase-C of line 3).

The net result of this arrangement is the travelling wave may pass through significant
lengths of buswork before reaching a CVT, thus introducing an uncertainty term in the
fault location equation. i.e. It is not known which path (phase-A path, phase-B path or
phase-C path) the travelling wave took to reach the FTIU installed in the substation
control room. Adding to this uncertainty is the difference length of the wiring leading
from the drain coil in the switchyard to the FTIU in the control room for each phase.
This uncertainty is somewhat reduced since this "error" appears at both ends of the
transmission line and tends to cancel each other. The combined effects contribute to an
overall uncertainty of approximately 300 meters which may appear as an error in the fault
location solution. This error however is deterministic and can be eliminated by future
additions to the detection hardware that would compensate for the varying path lengths
between phases.

Effects of Power Line Carrier Equipment

Power line carrier (PLC) operates at frequencies which are the same as those comprising
the fault-generated travelling wave. Wavetraps, installed at line terminals to contain the
PLC signals to within a specific transmission line, block the propagation of the fault
generated travelling wave. The PLC signal also interferes with the detection of the
travelling wave. Operating the fault locator under these conditions would result in
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unreliable data. B.C. Hydro has been gradually phasing out the use of PLC in favour of a
more reliable microwave-base communications and control system. Obsolete wavetraps
have been removed to avoid interfering with the fault location system.

Effects of GPS Selective Availability

Selective Availability (SA) is the intentional degradation in accuracy of the GPS signal
which is applied at the discretion of the U.S. Department of Defense. The result is a
pseudo-random wander of the navigation and timing data. To overcome this effect
requires the use of a special military-authorized GPS receiver. Selective availability
when "switched on" reduces the accuracy of civilian GPS timing receivers from +/- 100
nanoseconds to +/- 300 nanoseconds, which is still within the allowable tolerance for the
accuracy of the fault locator. Selective availability is not considered to be a problem for

the purposes of fault location.

- Conclusions and Further Work

Testing of the fault location system have produced results meeting the design goal of plus
or minus 300 meter accuracy. Other conclusions drawn from operating experience with
this system include:

 Calculated estimates of transmission line propagation constants and line lengths
have proven to be remarkably consistent with measured results using the fault
locator system. A correlation between calculated and measured values of better
than 1% have been observed.

e Mutual coupling effects of the travelling wave between adjacent phases and other
transmission lines sharing the same right-of-way is significant.

« Series capacitor banks did not have any measurable effects on the propagation of
the fault-generated travelling wave.

 Attenuation and distortion of the travelling wave was not noticeable and did not
affect the accuracy of fault location.

« Selective Availability has not affected the accuracy of fault location.

Based on successful experience with the evaluation system, B.C. Hydro has allocated
funding for implementing this fault locator throughout the 500 kV system. This project,
which is currently underway, involves the installation of GPS-based timing units and
travelling wave detectors at fourteen 500 kV substations and a master polling station and
console at the System Control Center.
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