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NASA Ames facility is in the process of upgrading the protection system in order to meet 
the requirements for increased reliability of the protection system under different 
conditions. 

The protection philosophy for distribution feeders is described, including primary and 
backup functions.  

The paper analyzes the effect of auxiliary power on the reliability of the protection 
system and considers alternative solutions to improve it. 

It describes the criteria used in the selection of protection devices that will result in 
higher reliability of the overall protection scheme. 

Use of dual-powered relays for the protection of distribution feeders at the Ames facility 
is presented. The performance of such devices under different conditions is analyzed: 

• Normal auxiliary power  

• Powered by load current 

• Low level of load current and powered by fault current 

Since loss of auxiliary power is going to affect not only the availability of the protection 
relays, but also the tripping circuits, solutions for operating the trip coils of the breaker 
are considered. 

1 Introduction 
Short circuits and other abnormal power system conditions do not occur frequently, but 
may result in heavy losses if not detected and cleared as designed. Because of that power 
system protection is designed with primary and backup relays, in most cases with 
different operating principles and different manufacturers. 

Even that protective relays are designed to be extremely reliable, they still may fail as a 
result of component failure, operating principle, measuring transformer failure, etc.  

The primary protection is located as close as possible to the equipment being protected 
and is required to clear the fault, or other abnormal condition as quickly as possible in 
order to limit the exposure of different devices to the high levels of fault current or the 
voltage sag.  

Backup protection is required to provide fault clearance in case of failure of the primary 
protection. Backup protection may be based on local or remote relays. Local backup 
relays can be primary (if they protect the same substation equipment or 
transmission/distribution line), or secondary (located in the same substation). Remote 
backup relays are located in other substations. 
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Power system protection requires a very reliable power supply in order to ensure the 
availability of protective relays when a fault occurs. Because of that the utilities pay a lot 
of attention to the design, commissioning and maintenance of the DC system in the 
substations. 

In very critical substations the utilities install two battery systems and separate the 
primary and backup protection systems completely by adding also two trip coils to the 
breakers.  

Remote backup protection is intended to provide fault clearing in the case of complete 
failure of the primary and backup protection in the substation affected by the fault. Such a 
failure can be related to loss of DC power that will eliminate all protective relays, i.e. 
there will be no device to detect the fault and issue a trip signal. 

2 NASA Ames Research Center 
NASA Ames Research Center is located in Silicon Valley at Moffett Field, CA. It is one 
of ten NASA research centers and specializes in research geared toward creating new 
knowledge and new technologies that span the spectrum of NASA interests.  

Ames was founded in 1939 as an aircraft research laboratory by the National Advisory 
Committee on Aeronautics (NACA) and in 1958 became part of NASA. It has over $3.0 
billion in capital equipment, 4,000 research personnel and $775 million annual budget. 

Ames plays a critical role in virtually all NASA missions in support of America's space 
and aeronautics programs. Research with focus on supercomputing, networking and 
intelligent systems is conducted at the center.  NASA Ames operates NASA’s fastest 
supercomputer, The Columbia Supercomputer.  This supercomputer uses 10,240 Intel 
Itanium® 2 processors and has 1 terabyte of memory per 512 processors, with 20 
terabytes total memory.  This is one of the fastest supercomputers in the world. 

The center is also leader in nanotechnology, fundamental space biology, biotechnology, 
aerospace and thermal protection systems, as well as human factors and astrobiology 
research.  

NASA Ames also works collaboratively with the FAA, conducting research in air traffic 
management to make safer, cheaper and more efficient air travel a reality. 

3 NASA Ames Research Center Distribution Protection Requirements 
The NASA Ames Research Center is supplied with electric power at 115 kV from the 
local utility’s transmission grid.  Two 115 kV lines come to the main large substation and 
power is then distributed to seventeen 115 kV / 13.8 kV or 115 kV / 6.9 kV transformers 
connected to smaller substations through out the Center.  NASA Ames’s average demand 
is 10-12 MW with a peak of over 100 MW when the major wind tunnel facilities area 
operational. 

All distribution substations supply 13.8 or 6.9 kV to different loads such as large wind 
tunnels, electric arc jets, laboratories or large buildings.  

The 115/13.8 kV and 115/6.9 kV transformers are with a grounded wye connection on 
the 115 kV side and a delta connection on the low side. The 13.8 and 6.9 kV distribution 
networks are grounded using grounding transformers. 
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The transformers are protected by transformer differential protection as primary and 
overcurrent protection as a local backup. 

 

Fig. 1   NASA Ames facility simplified one line diagram 

 

Each of the distribution breakers at the main substation is equipped with phase and 
ground overcurrent protection – instantaneous and inverse time delayed. These relays are 
used to protect the main distribution feeder and to provide remote backup protection in 
case of failure of the protection of any of the distribution transformers.  

Operation of these relays in remote backup mode however will result in loss of power to 
multiple facilities and is acceptable only as a last option for fault clearing. Proper 
coordination of the feeder relays with the distribution transformer relays is required to 
ensure that there will be no undesired tripping at the main substation due to 
miscoordination. 

The relays in the main substation and six other substations are considered of great 
importance to the facility and are powered with 125 V DC supplied by the independent 
battery rooms in the substations.  

Since many of NASA’s laboratories and office buildings are located far away from the 
substations, they lack the DC source to power the relays. Obviously, we didn’t want to 
install a battery room for one or two relays in each building and we couldn’t install low 
voltage DC lines between the substations and buildings, because of the voltage drop 
along the long DC lines. In many cases these solutions will not be cost effective and in 
other cases it simply wouldn’t be possible.  

115 kV

13.8 kV 6.9 kV 13.8 kV6.9 kV
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To have a reliable source to power the relays in some buildings and laboratories we 
considered the following:  

1. To power the relays we didn’t want to depend only on 125V AC, since we could have 
voltage sag or no voltage at all in the event of fault. 

2. Installing UPS (Uninterrupted Power Source) need maintenance and must change the 
battery at least every five years. Also needs extra space on some of the installed 
gears.  

3. Installing self- or dual-powered protective relays. 

The last option was considered our best choice. Many relay manufacturers are making 
self-powered single-phase or three-phase relays. We decided to install a three-phase dual-
power relay that can operate as self-powered or with auxiliary 125 V AC. That is what 
we did. 

4 Dual Powered Relays 
Dual powered relays (as the name indicates) are normally powered from an AC or DC 
auxiliary supply. However, even both of these power supplies need not be secure because 
the relay can be powered by the current from the current transformer circuit in the 
absence of the auxiliary supply. 

In a conventionally designed single battery room substation loss of DC will not only 
affect the operation of the protective relays. It will also make it impossible the tripping of 
any breakers, required for the clearing of the fault.  

The following sections discuss different options for powering a protection relay and 
methods for tripping the breaker in the absence of DC power. 

4.1 Powered from current transformers alone 
In self-powered mode the relay is powered from the current transformer circuit alone. 
There is a requirement for a minimum level of current flowing through at least one phase 
of the current transformer in order for the relay to operate. Lowering the design value of 
this parameter increases the burden on the current transformers and the power dissipated 
within the relay case. The limits should therefore be a compromise based on these 
factors: 

• Minimum current to power the relay for phase faults = 0.4 In 

• Minimum current to power the relay for ground faults = 0.2 In 

However, a combined three phase and ground fault relay will operate with lower ground 
fault current settings when the load current in the protected circuit is sufficient to power 
the relay i.e. greater than 0.4 In. Settings less than 0.2 In are provided for ground faults, 
but they must be used with discretion. 

The worst case scenario is when switching onto a fault with no auxiliary power available. 
In this case the relay is not powered and will be delayed in operation by the start-up time. 
This delay will need to be taken into account in any relay coordination exercise.  

The delay is the total time required for: 
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• the processor to initialize its registers 

• read in settings from non-volatile memory  

• perform self-checks 

There will be an additional delay while the power supply builds up, but this will be less 
significant when using an inverse time/current characteristic as the power supply delay 
similarly varies with current.  

The start-up time is not reduced by lowering the time-multiplier setting and it needs to be 
considered in the coordination time of the remote backup protection. 

 
Fig. 2. Self-powered relay start-up time delay 

 

Figure 2 shows the start-up time delay of a self-powered relay as a function of the current 
through the CTs. 

With pre-fault load current above the minimum level required, there will be no start-up 
time delay and the relays will operate within their normal time settings. 

In cases where the start-up delay cannot be tolerated it is recommended that the relay is 
also powered from an auxiliary AC voltage supply so that it can be up and running before 
a fault occurs. It will also make stored disturbance and event records more accurate, 
because the recording will start only after the relay powers up and initializes, i.e. the 
record will not include the pre-fault condition.  

That is why dual-powered relays were selected instead of self-powered relays. This 
ensures faster operation in the cases when: 

• Auxiliary power supply is available at the time when a fault occurs 

• Auxiliary power supply has failed, but the load current is above the required 
minimum to power the relay 
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A battery in the relay is used to support the existing records in case of loss of auxiliary 
power supply and load current below the minimum level. 

The start-up time delay will then only apply to the cases when there is a loss of AC power 
and load current below the minimum level at the time when a fault occurs. But even in 
that worse case the additional time delay for the fault clearing time will typically be in the 
range of about 50 milliseconds.  

Dual powered relays are equipped with multiple opto-isolated inputs and relay outputs. 
Their operation must be considered in the analysis of the relay performance, since at the 
claimed minimum operating current they cannot all be energized at the same time. If they 
have to be simultaneously operated, then the minimum operation current will have to be 
increased. 

However, in applications requiring a dual powered relay it is unlikely that more than two 
output relays will be energized at any one time.  

4.2 Powered from an auxiliary AC voltage and from current transformers 
The addition of an auxiliary AC, or DC voltage supply to power the relay will: 

• Enable the settings to be changed when the protected circuit is de-energized. 

• Enable records to be retrieved and control functions to be carried out over the 
communication link. 

• Reduce the burden on the line CTs. 

When using an auxiliary AC voltage, it may be lost during a fault, but power will be 
drawn from the current transformer circuit to maintain the relay in a fully operational 
state. However, if the source of the auxiliary voltage is carefully chosen it is unlikely to 
be lost completely during ground faults but it may collapse to 50% of its rated value. 
Provided the voltage is still above the minimum required to power the relay, very low 
ground fault settings can be successfully applied. In the absence of the auxiliary voltage 
the relay is not guaranteed to operate for ground fault currents less than 0.2 In. 

No alarm is given for loss of the ac auxiliary voltage, unless it is externally monitored by 
a separate supervision relay. 

5 Breaker tripping concepts 
The successful clearing of a fault requires a protection relay to detect the fault condition 
and issue a trip signal and a breaker to operate and clear the fault.  

Dual-powered relays may use different methods for tripping of the breaker to clear the 
fault. The method selected for each specific application depends on the specifics of the 
breaker used and the auxiliary voltage available at the breaker location. 

Some of the more commonly used methods for breaker tripping by self-powered or dual-
powered relays are described in the following sections. 
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Fig. 3   Breaker tripping using a Striker 

 

5.1 Breaker tripping using striker 
A dual-powered relay can trip the circuit breaker by performing a capacitance discharge 
through a heavy-duty output capable of putting out sufficient power (20mJ at 12V) to a 
striker that releases the actuating mechanism of the circuit breaker.  

 
Fig. 4   Striker that can be used for breaker tripping 
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Figure 3 shows a simplified block diagram of this breaker tripping method and Figure 4 
gives an example of a striker. 

5.2 Capacitor discharge tripping 
Dual powered relays may use either of the above methods. In addition, these particular 
relays charge an internal capacitor from the current circuit and also from the auxiliary 
voltage circuit (Figure 5). 

 

Fig. 5    Capacitor discharge trip 

 

This capacitor module has such storage capacity that, in case of loss of auxiliary supply, 
it can supply sufficient energy to excite a standard trip coil for two consecutive tripping 
orders without recharge. It may be discharged directly into a suitably sensitive trip coil 
via one of the programmable output relays. The minimum energy fed to the trip coil is 
that from the capacitor, but in most cases it will be supplemented by a current from the 
auxiliary voltage circuit and/or the current circuit. 
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When energized from current alone, the lowest current for which the relay will operate 
will be that necessary to start up the power supply. To be able to use lower fault settings 
an auxiliary supply will be required. 

The capacitance discharge circuit is not isolated from the auxiliary supply and to prevent 
the relay from being damaged, no external ground connection should be made to this 
circuit. 

Figure 5 shows a capacitor module with such storage capacity that, in the case of loss of 
auxiliary supply, it can supply sufficient energy to operate a standard trip coil for two 
consecutive breaker trips without recharge. 

5.3 AC series tripping 
As an alternative the trip capacitor in the dual powered relays may be discharged into an 
auxiliary relay. This relay will be de-energized in the quiescent state, with its break 
contacts short circuiting the trip coils of the circuit breaker (Figure 6). 

Fig. 6    AC series trip arrangement scheme. 
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The trip coils are connected in series with the current transformer secondary circuit so 
that, when the auxiliary relay is operated, the full secondary current is diverted through 
the trip coils. 

To cover all fault conditions, three trip coils are required and may be necessary to limit 
the maximum energy that can be fed to each coil, by means of saturating shunt reactors. 

5.4 Tripping used at the Ames Research Center 
The distribution breakers used on the transformer throughout the Ames Research Center 
are equipped with a built in capacitor that has storage capacity allowing it to trip the 
breaker. 

Figure 7 shows a simplified one-line diagram of this tripping arrangment. 

 

Fig. 7   Built-in capacitor discharge tripping 

6 Conclusions 
Protection of multiple remote distribution substations that do not have battery 
installations and may experience variations in the auxiliary voltage used to power the 
protection relays during short circuit fault can be achieved using different methods. 
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available and will operate when powered from the load or fault current in case of loss of 
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power supply. It will provide adequate protection and insure protection availability under 
different conditions in a very efficient way. 

Different methods for breaker tripping in case of loss of auxiliary power supply allow the 
successful fault clearing regardless of the conditions when a short circuit fault occurs. 

All of the above was taken into consideration when selecting the protection of the 
distribution protection of small substations of the NASA Ames Research Center. 




